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25X1 1. At Mechanik Askanie VVB VEB, at Teltow near Berlin,work is progressing slowly
on the degign of & machine for ‘balancing'automatically gyroscope rotors.
Experiments have ghown that it is impracticable to sputter metal onto the rotor
in vecuo, and attémpts are now belng made to sputter at atmospheric pressure.
A spark discharge from a condenser, controlled by a Tesla transformer is being
uged: Great aiPficulty is being encouptered in designing =a mechanisn which
will interpret ecorrectly the oscillatidns of the unbalanced rotor. and control
the sputtering at the correct places. Exeriments in this connection, and
regearch into the quantities of metal deposited by sputtering are being con-

_ ducted by Boer in the Second Physical Institute, Humboldt (RBerlin) University.
Dipls Ing. Honebuth, Dipl. Ing. Behrmano, Dipl. Ing. Rother and Neubert gre
working on these problems in the Askania factory. The project is known as
AM 6000 (AM = Auswucht-Maschine). The Kusslans show considerable interest
in the progress of the work. .

2, The factory 1s trylng to develop an improved version of the Thompson sounding
lead.

3. 'The factory has almost perfected a new type of portable gravimeter. The
vertical movements of a float submerged in silicon oll and kept in position
by a quartz spring vary the distance between the two plates of a condenser.
The capacity of this condenser iz therefore a measure of the gravitational
field strength. The condenser is zeroed by adjusting the current through an
glectromagret.
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Attachment
Hydrostatic-magretic Gravimeber
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